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TARPAULIN

Speci�cation

Material
Weight 
Treatment 
Colour
Stitching 

Seam
Seam width 
Seam distance
Eyelets
Eyelet distance

: 100% Cotton Canvas
: 18 Oz (610g/m2)
: Rot/Mild Resistant, Water Proof Treated
: Olive Green
: Double stitching on all seams  & stress 
  point are reinforced
: All around
: 65mm
: 20mm
: 25mm Brass eyelets
: 1000mm

Accessories

Available Sizes

• Custom size Tarpaulins are double stitched on all seams
  and stress points are reinforced.
• Properly secured with heavy duty brass eyelets 
  around with 1000mm (1mtr) gap.
• Velcro pastening can also be provided.
• Distance of eyelets or velcro my vary as per client’s  
  requirement.  

Customize size and stitching
as per client’s requirements 

PPE CUSTOMIZATION
PROGRAM

Feet
   6 x 12
12 x 12
18 x 18

Meter 
1.82 x 3.65
3.65 x 3.65
5.48 x 5.48

Yard
2 x 4
4 x 4
6 x 6

Article No.: 3389FT107

Cotton canvas tarpaulins has a very high 
tensile strength as well as a good dimensional 
stability. In addition, it rot/mild resistant and 
water proof treated. These main features come 
from the combination of Premium quality 
cotton natural �bers.
Perfect use in a wide range of industrial works.

25 mm velcro

25mm diameter
brass eyelets


