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TM

Standards

407CAT II

Designed to provide excellent protection 
and comfort for all types of Tig & Mig 
welding applications. Welding glove with 
extra length for full protection against 
welding heat.

Polybag Packing

Carton Packing
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24

Abrasion Resistant

SPECIFICATIONS
•  Conforms to CE EN388 Cat II (Intermediate Risk)  
•  Made from superior quality goat skin leather
•  Cuff is made of cow split leather
•  One piece palm and wing thumb
•  0.9mm thick leather for Tig functional usage
•  5” leather cuff with integral leather vein for 
   additional protection & abrasion resistant.
•  Size: Total length 10.5” to 11”
             Functional 5.5” to 6”
             Protection 5” to 5.5”    
•  Leather Color: Light grey & red
•  Packing: 1pair/poly, 24 pairs/carton
•  Origin: Pakistan

APPLICATIONS

EN 420

STANDARDS

•  Road construction
•  Ship building
•  Welding
•  Other general purpose application requiring 
   heat, flame or spark protection.

Cow & Goat
leathers

Full leather
front & back

Integrated
leather vein

patch

Strong
stitching

PERFORMANCE
Abrasion Resistance 0 1 2 3 4
Cut Resistance 0 1 2 3 4 5
Tear Resistance 0 1 2 3 4
Puncture Resistance 0 1 2 3 4

Reinforced
index & thumb

Puncture Resistant

Tear Resistant

2122412X4X

407

Cut Resistant

EN 12477:2001+A1:2005
TYPE B




