
PERSONAL PROTECTIVE EQUIPMENT

TM

TM TM TM TM

TM TM TM

TM TM TM TM

TM TM TM

TM TM TM TM

TM TM TM

TM TM TM TM

TM TM TM

TM

TM

TM

TM

TM TM TM

TM TM TM TM

TM TM TM

TM TM TM TM

TM TM TM

TM

TM

TM

 FLOWTRONIX (FT) WE ARE TRUSTED TO DELIVER QUALITY WWW.FLOWTRONIX.COM

Doc. Control: 
Rev.:

3.2 April 9, 2016

Date:

CHEMICAL WORKWEAR

This Article Data Sheet (ADS) is designed and produced by FLOWTRONIX (FT) covered 
under the intellectual property law.  Any reproduction in whole or in part is strictly 
prohibited without written approval.  FT CH 8018-3.2

Pro Operator Trouser
Article No.: 88160TST343

3-layer functional jacket which is CE certified for protection 
against High Pressure Cleaning. Very smooth and flexible to 
wear. Lined for high comfort. Water- and dirt repellant 
outside. 
• Outer material: Laminated Polyamide.
• Inner material: Polyester mesh.
• Protective material: Special fabric containing Dyneema® fiber.
CE-marking: Approved according to the directive 89/686/EEC 
and BGR 191

STYLE & DESIGN

• Detachable braces (included).
• Leg pocket with waterproof zipper
  on left leg.
• Protection on the whole front.
• Weight: 1.3 kg / 2.9 lbs.. 
• Size: XS - 3XL Double belt loops. Zippers down on  the legs.

Adjustable elastical 
back waist.

Pockets for knee pads.

2 pockets with water -
proof zippers.  

 Reinforcements on 
the knees.  

Knife pocket on  right leg.

 

Dyneema® is the world’s 
strongest fiber (15 times 
stronger than steel on a 

weight for eight basis). This makes it 
possible to offer high levels of protection 
against waterjetting hazards even with 
lightweight fabric. Being much thinner 
and more flexible hantraditional aterials, 
such as leather, cotton and metals, 
products made with Dyneema® fiber will 
be very comfortable. Employees will 

appreciate this comfort, 
combined with higher 
protection, and 
consequently are more 
likely to wear them at 
all times.


